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Odisha VahanSuraksha Portal

Open the website https://vltd.odishatransport.gov.in/

1. Click on the                                                    

button. A new page will open which will ask for 

Registration details.         

Register For Empanelment

https://odisha.vahansuraksha.com/


Register For Empanelment

Fill all required details in the application form :

1. Personal Information : Authorized Contact/Representative 

Information (Name)

2. Business Information : Registered Business Details with 

authorised Email and mobile number and GST number.

3. Contact Information : Location/Address details

4. Fill captcha and click on Register button to submit application.

5. Application will ask for confirmation to save, if you want to save 

click on Save to proceed.

6. OTP/Link will be sent on email which user has shared in 

Business information to verify Email details.

7. Please check email and fill OTP or click on the link mentioned in 

email to verify email.



Register For Empanelment

Fill all required details in the application form :

1. Fill the OTP to verify your email address.

2. A email will be sent on user email to create new 

passwords. Check your inbox for create password 

link.



Login Page

In this page perform following actions.

1. Select Admin Login option from navigation tab.

2. Login with Username and  Password.

3. Fill Captcha from image.

4. After filling all fields click on the Login button.

5. If you forgot your password click on the Forgot 

password link.



Forgot Password

In this page perform following actions.

1. Enter your Username for which you want to reset the 
password. 

2. Fill Captcha from image.

3. After filling all fields click on the Continue button.

4. You will receive an email at email address that 
associated with user account.

5. Check the inbox, click on the reset password link to 
reset password.



 Register Device Models

● After successful login user 
can view list of all Device 
model for which OEM/VLTD 
manufacturer has registered 
in the state.

● If user wants to proceed for 
Registration > empanelment 
complete process click on 
Continue for Empanelment 
button in the device model 
specified list.

● If User wants to add new 
device model Click on +Add 
Device button as described in 
screenshot.

Registration  > Empanelment Device Models



 Register Device Models..

● After clicking +Add Device 
button popup will show as 
described in slide.

● Fill Unique Device Model 
name and DD details as 
mentioned in SOP and click 
on Add Device button to save 
details.

● This will save information and 
show in Device Model List as 
described earlier.

● Then click on Continue for 
Empanelment button in the 
device model specified list for 
completing the process.

Registration  > Add  Device Models



Add Required  Documents

● After clicking Continue for 

Empanelment button 

Empanelment Dashboard will 

display as described in Slide.

● Click on Upload Document to 

Upload required documents in 

pdf format and After uploading 

all required documents click 

Next button at the bottom of 

screen to proceed to next step.

● User can still modify the 

uploaded documents till he 

hasn’t updated the 

acknowledgment receipt.

Empanelment  > Add Required  Documents



View Uploaded Documents..

● Click on Modify or change 

symbol to re-Upload required 

documents in pdf format and 

to view uploaded documents 

click View Document button.

● Any update from STA on 

documents will be displayed 

on header section as 

described in slide pic.

● If all documents seems ok 

then click on Next button at 

the bottom of screen.

Empanelment  > Add Required  Documents



Add Required  Documents..

● After clicking on Next button 

application ask for 

confirmation on popup as 

described in slide pic.

● Click on Yes to proceed to 

next step and Cancel to 

cancel to close popup and 

modify documents again.

● Yes will lead user to next 

step.

Empanelment  > Add Required  Documents



Download Acknowledgement

● After uploading documents 
application will provide 
acknowledgment receipt which 
OEM/Manufacturer need to 
download and upload back 
again on his letterhead with sign 
and stamp of authorized 
personal.

● Click on Checkbox and click on 
Download Receipt button.

● Application ask for 
re-confirmation and on 
confirmation will download the 
acknowledgement receipt.

Empanelment  > Download Acknowledgement



Upload Acknowledgement

● Upload acknowledgment 

receipt on OEM  or 

Manufacturer letterhead with 

sign and stamp of authorized 

personnel by clicking on 

Upload document button as 

described in slide pic, and 

click on Next button.

● Application ask for 

re-confirmation for final save 

of all uploaded documents. 

After that user can not modify 

any documents. Click Yes to 

continue to Next Step.

Empanelment  > Upload Acknowledgement



Upload Device Command

● Upload device supporting 

commands as mentioned on 

right hand side of application 

screen and click on Upload 

document button as 

described in slide pic, and 

click on Next button to 

proceed.

● Application ask for 

re-confirmation for final save 

uploaded documents. After 

that user can not modify the 

documents. Click Yes to 

continue to Next Step.

Empanelment  > Upload Device Command



Device Detail

● After Uploading device 
commands, application will ask 
user to add VLT device with 
vehicle details as described in 
slide pic.

● Also add Device PCV 
photographs in image section for 
same device which are preparing 
for testing.

● Application ask for 
re-confirmation for final save 
uploaded documents. After that 
user can not modify the 
documents. Click Yes to continue 
to Next Step.

Empanelment  > Device Detail



Device Detail..

● After saving device details as 
required manufacturer can add 
more device if allowed by state.

● Manufacturer can change 
device details by clicking edit 
button as described in slide.

● If all information is correct user 
can click on Next button to 
proceed for next step.

● Application ask for confirmation 
for final save of all device 
details. After that user can not 
modify details. Click Yes to 
continue to Next Step.

Empanelment  > Device Detail



Testing Slot Booking

● After saving device details as required 

manufacturer can select schedule for 

device Testing.

● VLTD Testing will only be initiated if all 

required documents  are correct and 

approved.

● Application will provide next available 

date and respective slots and click 

Next button.

● Application ask for confirmation for 

final save of all device details. After 

that user can not modify details. Click 

Yes to continue to Next Step.

Empanelment  > Testing Slot Booking



Testing Slot Booking..

● User can reschedule his booked testing slot for that user has to click on Re-schedule button and follow same process as done in booking and click on Next 

button. Application ask for confirmation for final save of all device details. After that user can not modify details. Click Yes to continue to Next Step.

Empanelment  > Testing Slot Booking



Testing Slot Booking..

● User has to wait for confirmation from admin to start testing. When admin approve all details testing will start automatically. User has 

to configure device to given server ip/domain with specified port details and has to make device working till testing is on.

Empanelment  > Testing Slot Booking



Pre Testing Configurations on VLTD..

● Applicant has to perform pre-device configurations on device so that alerts and other parameters 

can be checked without any change in device. 

● It is solely the responsibility of the Applicant to ensure that all alerts and parameters are working 

successfully. 

● All details are mentioned on STA VLTD portal https://vltd.odishatransport.gov.in/ under Enlistment 

menu.

Empanelment  > Testing Slot Booking

https://vltd.odishatransport.gov.in/enlistment


Device Testing

● User can View live status of device testing and verified test parameters. User can check testing status as described in slide pic. 

System will automatically update all status when application will receive any packet from device.

Empanelment  > Device Testing



Device Testing..

When any packet is 
received matching test 
parameters will be 
updated by system 
and same will be 
verified automatically 
by application.

After all parameters 
will be verified STA will 
manually verified all 
packets and identify 
existence of any issue. 
If found same will be 
notified and retesting 
will be done after 
selecting schedule.

Empanelment  > Device Testing



Retrofitment Centers

● Manufacturer has to add all his retro fitment centers in required districts and add all required documents. STA will verify details and 

will notify manufacturer for final BG submission. Manufacturer can edit details till STA verify all RFC details. Manufacturer has to 

upload all required Fitment center documents under each RFC entry. After that he can not modify any details.

Empanelment  > Retro Fitment Centers



Retrofitment Centers

● Manufacturer can view RFC uploaded documents , STA will verify all documents and Accept and Reject RFC registration.

Empanelment  > Retro Fitment Centers



Other Information

● User has to provide other required information details as described in form, and has to upload all required images of label to be displayed on SOS button as 

well as on vehicle and click on next to save information. User can not modify the filled information if he has confirmed the final save as Yes.

Empanelment  > Other Information



Manufacturer Performance Bank Guarantee

● After adding RFC details Manufacturer has to add its device MRP with mentioned details and same will be displayed to all 

customers/public and can not be modified within defined period.

Empanelment  > Manufacturer Performance Bank Guarantee



Provisional Empanelment

When manufacturer has submitted 

his Price details then department 

will verify and allow him to upload 

required PBG.

Manufacturer will upload copy of 

PBG by clicking Upload Document 

button as described in slide pic.

When manufacturer has submitted 

his PBG then department will verify 

and issue an provisional 

empanelment certificate and 

access to install device will be 

given on same login

Empanelment  > Provisional Empanelment



Provisional Empanelment

Manufacturer can view PBG status 

on same screen as Accepted or 

Rejected.

After completion of All documents 

and processing the report, 

Manufacturer will be Notified and 

final empanelment letter will be 

issued to Manufacturer.

Empanelment  > Provisional Empanelment



Pre-Configurations 
Settings 
(For Automated VLTD Testing) 



Pre-Configurations Settings

● All VLTD related configurations are available on https://vltd.odishatransport.gov.in/.
● Device AIS 140 protocol is available under Device Protocol menu
● Device pre-configuration and Test parameters are mentioned under Enlistment menu.
● Each VLTD manufacturer (Applicant) would be required to fit VLTD device & minimum 2 emergency buttons in test 

vehicle(s).
● The test vehicle(s) must be made to run on roads for a period of minimum 3 days covering a minimum distance of 25 

KMs per day
● Domain/IP White-Listing and Port Details for Odisha

○ i. PVT Packet Server : pvtdevices.odishatransport.gov.in
○ ii. PVT Packet Port : 8201
○ iii. EMT Packet Server : emrdevices.odishatransport.gov.in
○ iv. EMT Packet Port : 9201

● Message Center No: 8895826274 must be Whitelisted on both SIM’s 
● Sim validity must be for 2 years at the time of start testing on both SIM’s

https://vltd.odishatransport.gov.in/


Pre-Configurations Settings

● Configure IP port on device for both servers.
● Set Speed Limit as 30 for Over speed Alert before start of testing
● Clear History tracking data from device
● Clear Panic Alert if active on device.
● Configure Panic/SOS button clear time as min 10 min (for testing only purpose)
● Set Device data frequency as described below(If multiple frequency supported, otherwise configure min 10 sec default)

○ When ignition on as 10 sec
○ When ignition off as 30 sec
○ When power off as 60 sec

● Set Geofence coordinates as mentioned below in same order
○ 20.44361955727633, 85.843709838822
○ 20.444273007035694, 85.84252966683115
○ 20.4649469836423, 85.85214361586799
○ 20.464313725300897, 85.85351690691188



Do’s & Don’ts 



Do’s & Don'ts

Parameters need to check before start testing by Applicant

● Check IP port parameters configuration.

● Check speed limit threshold parameter value.

● Check data frequency as described.

● Check SOS clear time.

● Check device health status (Memory, battery etc).

● Check geofence configuration.

● Check message center no details whitelisting status.

● Check 13 digits SIM details filled in application.



Do’s & Don'ts

● Test device connection status and verify that is it sending Login packet on every new 

connection established with server.

● Check whether device is generating :

○ Harsh Acceleration and sending Speed correctly and is GPS is fixed.

○ Harsh Break and sending Speed correctly and is GPS is fixed.

○ Rash Turn and sending Speed and direction angle correctly and is GPS is fixed.

● Check whether On battery Disconnect, the Alert is sent instantaneously.

● Check tamper alert is working on device box opening and on Panic button wire 

disconnection.

● Check whether Geofence parameters are configured in same order as given or not.



Do’s & Don'ts

● Do not change “any configuration” during testing process.

● Do not update firmware during Testing process.

● Do not generate any packet having same IMEI from any Simulator.

● Do not change order of Geofence parameters as it create an enclosed area eg.

○



Do’s & Don'ts

If you change Order of parameters : 



Do’s & Don'ts

Wrong Sim details: 



Do’s & Don'ts

Check Sim No starting series for BSNL : 



Do’s & Don'ts

Check Sim No starting series for Airtel : 



Do’s & Don'ts

Check Sim No starting series for Vodafone : 



Do’s & Don'ts

Multiple Packets Format:
2023-07-14 17:28:15 ^ 
$PVT,ABCCC,1.6RTC,NR,02,H,86110006474743,,1,14072023,092405,20.45202490,N,85.88414750,E,36.7,306.84,41,27.5,0.80,0.40,airtel,1,1,15.4,4.4,0,C,19,405,53,0113,0
8E0,EF35,0090,13,B1F6,0113,13,9F0A,0113,11,B1F5,0113,11,0100,00,818,003928,8CC4B876*$PVT,,ABCCC,1.6RTC,NR,02,H,86110006474743,,1,14072023,092402,20.45
185520,N,85.88438410,E,38.2,307.93,42,27.3,0.80,0.40,airtel,1,1,15.3,4.4,0,C,19,405,53,0113,08E0,EF35,0090,13,B1F6,0113,13,9F0A,0113,11,B1F5,0113,11,0100,00,819,00
3927,3D611747*$PVT,,ABCCC,1.6RTC,NR,02,H,86110006474743,,1,14072023,092353,20.45123330,N,85.88509410,E,40.2,315.63,40,26.4,0.90,0.50,airtel,1,1,15.4,4.4,0,C,1
9,405,53,0113,08E0,EF35,0090,13,B1F6,0113,13,9F0A,0113,11,B1F5,0113,11,0100,00,819,003926,846C628D*$PVT,,ABCCC,1.0RTC,NR,02,H,86110006474743,,1,1407202
3,092352,20.45115870,N,85.88517020,E,41.6,315.93,39,26.4,0.90,0.50,airtel,1,1,15.4,4.4,0,C,19,405,53,0113,08E0,EF35,0090,13,B1F6,0113,13,9F0A,0113,11,B1F5,0113,11,

0100,00,819,003925,CE211E03* 

Errors in Packets:

● Empty Fields
● No separator
● Different Firmware Version



Do’s & Don'ts

Activation and Health Check Packets: 

If Message Center number is not whitelisted on both networks sim then possibility that network may not revert ACTVR and 

HCHKR message to Message center server.

● After clicking ACTV or HCHK button wait for their response for min 10 min before retrying or generating HCHK/ACTV 

packet alert.

● Dependency on this test: 

○ Network

○ Message center whitelisting

○ Low/No SMS balance in VLTD M2M plan

○ Expiration of OTP sent in ACTV/HCHK message(validity 10 min)

● VLTD can also send same on TCP connection to avoid network delay.



Do’s & Don'ts

Battery Disconnect and Tamper Alert: 

● Check device Connection properly while mounting in vehicle, As Tamper alert and Battery Disconnect alert are to be 

tested at the closing date of Testing so these alerts can not be generated in between VLTD device testing. 

● Device should not generate any false alert during testing like

○ Moving on straight road and Generating Rash turn.

○ Vehicle is Parked and generating packets like Harsh Acceleration.

○ Vehicle is moving and Generating Battery Disconnect and Reconnect alert.

○ Generate Tamper Alert without any physical tampering with VLTD

○ Vehicle is Parked and generating Break

○ Creating False Panic Button Alarm.

Device must respond with Parameter Change Packet if any configuration command sent from Server or SIM with 

required details.



Do’s & Don'ts

Application Must Maintain Login session with server :

● When device connect with server after every disconnection it must send Login packet.

● Application will only accept packets which are received after login packet sent from the device.

● Disconnection Type:

○ Connecting First time

○ Network switch (which may cause source IP change)

○ Device reboot

○ Server Disconnect device due to unauthorized or non whitelisted device

○ Device Firmware Updated.

○ VLTD Server Changed from one to other IP/Domain



Thanks


